Windows Me Printers

OBJECTIVES

1. Print a test page.

2. View CMOS parallel port settings.

3. Print a CMOS screen.

4. Install a printer in Windows Me. Operating
5. Explore Windows printer properties. System
6. Technology

Print a test page on the printer.

RESOURCES

Marcraft 8000 Trainer with Windows Me installed
A printer with documentation

Manufacturer's printer drivers (optional)
Printer power cable

DR e

Printer interface cable

DISCUSSION

This lab is very general in nature because printer settings vary greatly between manufacturers and printer
models. Most printers have a parallel port interface. Some have USB, SCSI, serial port, and possibly infra-
red interfaces with the computer. We will explore some of the CMOS settings regarding parallel ports that
connect to printers. We will also print a test page without the computer and use PRINT SCREEN to print
some basic text. You will install a printer with Windows Me, explore the properties of the printer, and print
a test page.

PROCEDURE

1. Test Page
a.  Plug in the power cable to the printer.

b.  Plug in the parallel cable to the printer and the computer.
C.  Turn on the printer.

Operating
System
Technology

WINDOWS ME PRINTERS - 1



PROCEDURE - 20

d.  Consult your printer's documentation to print a test page and do so. This is usually accomplished
by pressing a combination of the printer’s buttons.

2. Parallel Port Mode
____a. Boot the computer and press DELETE or whatever key is used to enter setup.
___b.  Usethe ARROW keys to select Integrated Peripherals and press ENTER.
C Scroll down with the ARROW keys to “Parallel Port Mode”.
d.  Press the PAGE UP, PAGE DOWN, +, or - keys to view all the options available.
€

These parallel port modes could possibly support printers that have EPP or ECP communication
features. Record your different parallel port modes in Table 20-1.

f.  Change the settings back to their default.
g.  Press ESC to return to the main CMOS screen.

3. Printscreen
a.  Make sure that the printer is on and connected to the computer.

b.  Press the PRINT SCREEN key. Depending on your BIOS version you may need to press PRINT
SCREEN several times or press SHIFT + PRINT SCREEN.

C.  Verify that the screen has printed.
d.  Press ESC to exit CMOS Setup. Select Yes to quit without saving. Press ENTER.
€.  Turn off the computer and the printer.

4. Install printer in Windows

- i a.  Obtain the manufacturer and model of the printer and
Houw iz thiz printer attached to your computer? record them il’l Table 20_2

If it iz directly attached to your computer, click Local b Boot to the Windows Mﬂlennium desktop
F'rinter. If it iz attached to another computer, click Metwark _ . . . :
Printer Click Start/Settings/Printers.

The Add Printer Wizard will appear; click Next.

The "Local or Network printer" option will appear as in
Figure 20-1. Verify that Local printer is selected. Click
Next.

g.  Referring to Table 20-2, scroll down the "Manufac-
turers:" list, as shown in Figure 20-2, and click on the
appropriate manufacturer for your printer. Scroll down

sl the "Printers:" list and select the appropriate model of
- il Careel_| your printer. Click Next.

" Metwark printer

C
d. Inthe window that opens double-click on Add Printer.
(S
f.

NOTE: If your printer is not listed, insert the CD provided by the
manufacturer, click Have Disk, specify the location, click
OK, and follow the prompts to install the printer.

Figure 20-1: Add Printer Wizard

Add Printer Wizard

I"‘Q Click the manufacturer and model of your printer. |f your printer came with an
..!T ¥ installation disk, click Have Digk, If vour printer is not listed, consult your printer
documentation for a compatible printer.

Manufacturers:

Set 10005F +2013.108 :I
AGFA-AecuSet 10005F v52.3

AGFA-AccuSet 1500

AGFA-AccuSet 15005F +2013.108

Bull AGFA-AccuSet 800

-tk ;I AGFA-AnruSet BNNSF w2 3 108 ;I

Have Dizk... |
Figure 20-2:
g < Back I Mext » I Cancel |

Printer Selection
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5.

UL

Click on LPT1 (unless otherwise directed by your instructor) from the list that appears. This is the
normal port that is used by a parallel port on a computer for printing. Click Next.

You will be prompted to specify a name for the printer. Use the default and click Next.
You will be prompted to print a test page. Select No. Click Finish.
After files are copied verify that the printer now appears in the PRINTERS folder. It should look

similar to Figure 20-3.

J File Edit “iew Favorites Tool:  Help

=181 x|

J 4=Back - = - | Qi Search [ Folders ¢4 History ||E I x v | B2l

J Address I Printers

j & Go

Printers

Add Printer

The Add Printer wizard gives yvou step-
bey-step instructions For installing a
printer, Toinstall a new printer,
double-click the &dd Printer icon.

Add Printer gl e E]

|‘I object(z] selected

View Printer Properties and test page

Double-click on the printer you have
just installed.

A window similar to Figure 20-4 will
appear. Click Printer/Properties.

The properties of the printer will now
open to the General tab. From this tab
you can change the name, location,
comments, and printing preferences of
the printer. Click the "Print Test Page"
button.

A window similar to Figure 20-5 will

appear. Verify that the test page has
printed correctly and click Yes.

HP Laszerlet 111

Printer test page completed!

A test page is now being zent to the printer. Depending
o the speed of your printer, it may take a minute or two
befare the page is printed.

The test page briefly demonstrates the printer's ability bo

print graphics and text, az well az providing technical
information abaut the printer driver.

Did the test page print comectly?

&% HP LaserJet I11

Erinter Document  Wiew Help

Pausze Frinting
v Set as Default

7 Figure 20-3: Printers Folder

=10l x|

| Status | Ownier | Frogress

| Started At

Purge Print Documents

LClose

My

0 jobs in queue

Figure 20-5: Test Page Dialog

Figure 20-4: The Printer Window

On the test page that has printed look for
the "Driver name:" information. Record
the name of the driver in Table 20-3.

Click the Details tab. This shows infor-
mation about the communication ports
available on your computer. From this
window you can Add, Delete, and Con-
figure ports. Record the printer port that
your printer is connected to in Table 20-4.

Click the Graphics tab. From this tab you
can change the printer’s resolution and
intensity.
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h.  Click the Fonts tab. From this window you can view the fonts supported by your printer. Record
the first two fonts listed in Table 20-5.

1. Click the Device Options tab. It may look similar to Figure 20-6. The settings in this window are
specific to your printer. You can change various printer memory settings from this window.

HP Laserlet Il Properties e 2=l

General | Details | Paper | Graphics | Forts  Device Options |

Frirter memony: [ IRE1E Y

™| Fage protection

Frinter memory tracking

Thiz affects how the driver tracks printer memory usage

Conzervative —J— Aggressive

Festore Defaults |
Figure 20-6: Device
Options 0K |_ Concel | ey |

Click OK and close all open windows.
k.  Shut down the computer.

TABLES

Table 20-1
Parallel Port Modes
Table 20-2
Printer
Manufacturer:
Model:
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Table 20-3
Printer Driver Name:

Table 20-4
Printer Port Printer Connected to:

Table 20-5
Fonts Tab:

LAB QUESTIONS

Did you install a local or network printer?

On what port is the printer installed?

Feedback

Did you share the printer?

What can you do from the Graphics tab?

What are some possible settings from the Device Options tab?
What did you have to do to print a test page with your printer?

What was your specific procedure for printing the screen?

ol B A S ol A

What key is used to enter setup on your system?
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