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Errata

Page 17 – Regarding Table 1-2, DSL is also an ‘attribute’ of the ‘connection type’ Broadband, so remove 

                 the entire line which creates another row between ‘cable’ and ‘DSL’ so that the table only has 

                 two columns and two rows. 

Page 23 – Add the following text as a bulleted paragraph under the ‘Cost’ paragraph:

                 Monetary Cost – Determining what king of WAN connection to implement will be determined 

                 on the budget one has for the connection.  Usually, dedicated, high-speed connections are more 

                 expensive than slower dialup connections.

Page 26 – Regarding Figure 1-16, the title of the figure should read: SOHO Site Router Equipment (Cisco 

                 1711 Router)

Page 34 – Regarding Figure 1-22, the port labeled ‘BRI U port’ is incorrect.  The callout should be labeled 

                 ‘T1/E1 port’.

Page 36 – Regarding Figure 1-23, the callouts should point to the LED indicators.

Page 57 – Regarding Figure 2-9, the 2nd-4th commands in the text box should read:

                 radius-server host 192.168.0.22

                 radius-server host 192.138.1.23

                 radius-server key topsecret

Page 58 – Regarding Figure 2-11, the last command in the text box should read:

                 aaa authentication enable default group tacacs+ enable none

Page 60 – Regarding Figure 2-12, the fifth command should read:

                 aaa authentication ppp DIALIN group tacacs+ none

Page 63 – Regarding Figure 2-14, the last command in the text box should read:

                 aaa authorization reverse-access default group tacacs+

                 Regarding Figure 2-14, the IP address under the UNIX host server should read:

                 192.168.0.12

                  Regarding Example 2-1, the second command should read:

                  Username admin privilege 1 password cisco

                  Regarding Example 2-1, delete the fifth command.  (As written, it will currently overwrite the 

                  fourth command in the router configuration.)

                  Regarding Example 2-1, the last two commands should read:

                  aaa authorization commands 1 default group tacacs+

                  aaa authorization commands 15 default group tacacs+

Page 65 – Regarding Figure 2-15, the IP address in the figure under the UNIX host server should be:

                 192.168.0.12

                 Regarding Figure 2-15, add the following command as the second command in the text box:

                 username Howard privilege 7 password letmein

                Regarding Figure 2-15, add the following two commands prior to the last command in the text 

                box:

                aaa authorization commands 15 default group tacacs+ local

                aaa authorization commands 7 default group tacacs+ local

                Regarding Figure 2-15, the last command should read:

                aaa authorization exec default group tacacs+

                Regarding Example 2-3, the last three commands should read:

                aaa authorization exec default group tacacs+ local

                aaa authorization commands 1 default group tacacs+ local

                aaa authorization commands 15 default group tacacs+ local

Page 66 – The first sentence should read, “Table 2-8 and Example 2-4 contain descriptions of the 

                 commands used in the packet mode example configuration.”

                 Regarding Table 2-8, the last row under the column ‘Description’ should read, “On lines 1 to 16, 

                 the default list will be used for authentication.”

                 Regarding Example 2-4, add the following commands as lines 2-4:

                 tacacs-server host 192.168.1.12
                 tacacs-server host 192.168.1.11
                 tacacs-server key topsecret

                 Regarding Example 2-4, the third command from the bottom should read:

                 RouterA (config - if) #interface async 16

Page 67 – The first sentence of the second paragraph should read, “Use the aaa accounting command in 

                 global configuration mode for auditing and billing purposes, as shown in Table 2-9 and Figure 2-

                 16.”

Page 68 – Regarding Example 2-5, the second line should read:

                 NAS –IP Address = “176.  16.  24.  127”

                 Regarding Example 2-5, the seventh line should read:

                 Acct – Status – Type = Stop

                 Regarding Example 2-5, the thirteenth line should read:

                 Acct – Output – Octets = 167

Page 74 – Move the last sentence of the second paragraph under ‘The DTE-DCE Interface’ section to the 

                 end of the first paragraph under the same section.

Page 76 – Regarding Figure 3-4, Reverse the arrow for DSR to point from DCE to DTE.

Page 81 – Regarding Figure 3-9, the sixth line under ‘ITU Standards’ should read:

                 V.34 annex 1201H: 33.6

Page 85 – Regarding Figure 3-12, please add the following modem standards to 19200, 14400, and 9600, 

                 respectively:   V.32 terbo, V.32bis, V.32

                 Regarding Figure 3-12, change the speed for V.34 to 28,800 

                 Regarding Figure 3-12, the maximum speed with compression for V.32bis (14400) is: 57600

                 Regarding Figure 3-1, the second line should read:

                 Tty Typ Tx/Rx A Modem Rot Acc0 AccI Uses Noise Overruns

Page 87 – The last sentence of the first paragraph should read, “on an 8 TTY (async router), such as a Cisco 

                 2509, the lines would be the following:”

Page 92 – Regarding Example 3-3, the second command should be ‘disconnect’.

                 Regarding Example 3-3, the last line should read: Disconnects the specified session

Page 98 – Regarding Example 3-5, the title of the Example should read,  ‘modem autoconfigure discovery 

                 Command’

                 Regarding Example 3-5, the following line should be added as the first line of the command:

                 Router#configure terminal

Page 101 – Regarding Figure 3-16, the first line of the command should read: 

                   Router#configure terminal

                   Regarding Figure 3-16, steps should be arranged in sequential order.

Page 102 – Regarding Example 3-8, the eighth line should read:

                   Lock DTE speed (SPD): &B1
Page 103 – Regarding Example 3-8 (continued), the fourth line should read:

                   Caller ID (CID): *U1

Page 105 – Regarding Example 3-10, the second line should read:

                   Router(config)#chat-script Central ABORT ERROR ABORT BUSY “” “ATZ” OK  “ATDT 

                   \T”

Page 108 – Regarding Question #11, answer B should read, “A string of text that defines the handshaking                   

                   that occurs between the DTE and the DCE.” 

Page 114 – The last sentence of the third paragraph should read, “For example, IP’s NCP is IPCP; IPX’s 

                   NCP is IPXCP; and Appletalk’s NCP is ATCP.”

Page 120 – Regarding the configuration at the top of the page, delete the following from the first line:

                   “pool” and  “dhcp” should be italics.  CP edit made          This is comments to the 

                   production team and is not part of the configuration.

                   Place the word ‘command’ after the address; peer default ip address

Page 124 – Regarding Example 4-3,  the 2nd line should read:

                   RouterA(config)# username RouterB password itsasecret

                   Regarding Example 4-3, add the following commands after line 6:

                   ppp pap sent-username RouterA password itsasecret2

                   ppp pap sent-username RouterB password itsasecret

                   Regarding Example 4-3, delete line 8.

                   Regarding Example 4-3, the 10th line should read: 

                   RouterB(config)#username RouterA password itsasecret2

                   Regarding Example 4-3, delete line 16.

Page 126-127 – Regarding Example 4-4, the 2nd line should read:

                          RouterA(config)# username RouterB password itsasecret

                          Regarding Example 4-4, the 11th line should read:

                          RouterB(config)#username RouterA password itsasecrect

                          Regarding Example 4-4, delete line 9 and line 18.

Page 127 – Delete the last three lines of Step 2 and add them to Step 3, after the first paragraph.

Page 132 – Regarding Example 4-5, the 4th line should read:

                   Router(config)#line number

                   Regarding Example 4-5, the 5th line should read:

                   Router(config)#callback forced-wait seconds

Page 133 – Regarding Example 4-6, Swap the 1st line with the 2nd line

                   Regarding Example 4-6, the 3rd line should prompt read:

                   RouterA(config-if)#

Page 134 – Regarding Example 4-7, the 3rd line should prompt read:

                   RouterA(config-if)#

Page 136- Regarding Figure 4-16, delete the box that says ‘Look for Vice’.

Page 154 – Regarding the ‘NOTE’ section, the second sentence should read, “The D (Data) channel carries 

                   control and signaling information.”

Page 157- the last bullet under ‘Interface commands’ should read: isdn spid 1

Page 158 – Regarding Example 5-1, delete line 3.

Page 164 – The second sentence of the second paragraph should read, “The default value for this command 

                   is sf.”

                   The fourth sentence of the second paragraph should read, “The default value for this command 

                   is ami.”

Page 165 – Regarding Example 5-4, the second line should read:

                   Router(config)#interface serial {slot/port | unit}:{23 | 15}

                   Regarding the bulleted list:

                   Delete the second sentence of the first bullet.

                   Move the third bullet to the end of the list.

                   The fourth bullet should read, “If using all 30 B channels on an E1 PRI (30b+d), specify pri-

                   group timeslots 1-31.”

                   The first sentence of the fifth bullet should read, “If allocating only the first eight B channels 

                   (512 kbps total data bandwidth) for a T PRI (23B+D), specify pri-group timeslots 1-8, 24.”

Page 169 – The second sentence of the paragraph following the numbered list should read, “The access 

                   router only initiates a connection when it detects interesting traffic bound for a remote site.”  

Page 173 – Regarding Example 5-6, the prompts for the 2nd and 3rd line should be: Router(config)#, and 

                   these two lines need to be swapped.

                   Regarding Example 5-7, insert a dash in ‘next-hop-address’

Page 503 – Regarding question #2, the Answer should be: b & d

Page 504 – Regarding question #4, the Answer should be: b

