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	Error – First Printing
	Correction
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	Chapter 2, Replace Figure 2-4
	Replacement Figure
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	Chapter 2, Replace Figure 2-7
	Replacement Figure
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	Chapter 2, Replace Figure 2-11
	Replacement Figure
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	79
	Chapter 3, Answers and Explanations to Review Questions, Number 3

Reads:

3. 1. A; 2. C; 3. B.
	Should read:

3. 1. B; 2. C; 3. A.
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	Chapter 7, Replace Figure 7-1
	Replacement Figure

[image: image4.png]GIGABYTE | UEFIDualBIOS

. systen
M.ILT. Information

Back

CPU Base Clock
Host Clock Value

CPU Clock Ratio
CPU Freguency
» Advanced CPU Core Settings

System Memory Multiplier
Hemory Frequency (HHz)

N

BI0S
Features

100.00HHz

33
3.306Hz

21.33
2133MHz

hd

Peripherals

Auto
100.00HHz

Auto

3.306Hz

Auto
2133MHz

Power =

Hanagement Save & Exit

English Q-Flash

Select Auto or Manual base clock
adjustment mode. Manual adjustment will
unlock base clock and base gear ratio.
Target CPU hase clock freguency can be
keed in manually with ratio and base
clocks shoun automatically below

++: Select Screen T: Select Item
Enter: Select

+/=/PU/FD: Change Opt.

F1 : General Help

FS : Previous Values

F7 : Optimized Defaults

F8 : O-Flash

F9 : System Information

F10 : Save & Exit

F12 : Print Screen(FAT16/32 Format Only
ESC @ Exit





	166
	Chapter 7, Replace Figure 7-2
	Replacement Figure

[image: image5.png]GIGABYTE | UEFI DuclBIOS

. System
M.ILT. Information

Back

System Memory Multiplier
Memory Boot Mode
Hemory Freguency (HHz) I

Memory Enhancement Settings

Memory Timing Mode
Frofile DDR Voltage
Hemory Hultiplier Tueaker
Channel Interleaving
Rank Interleaving

» Channel A Memory Sub Timings
» Channel B Memory Sub Timings

BI0S
Features

21.33

2133MHz

1.20v

T pertpherals

Auto
[Auto]
2133MHz

[Enhanced
Stability]
[Auto]
1.20v
Auto
[Auto]
[Auto]

Power =

Hanagement Save & Exit

English Q-Flash

Adjust system memory multiplier to
adjust overall memory freguency

‘futo’ sets the memory multiplier
according to memory SPD (Serial
Presence Detection), a multiplier
setting configured by the memory vendor
uhich follows standard JEDEC
specifications.

++: Select Screen T: Select Item
Enter: Select

+/-/PU/FD: Change Opt.

F1 : General Help

FS : Previous Values

F7 : Optimized Defaults

FB : O-Flash

F9 : system Information

F10 : Save & Exit

F12 : Print Screen(FAT16/32 Format Only
ESC @ Exit






Corrections for November 11, 2016
	Pg
	Error – First Printing
	Correction

	5
	Chapter 1, Figure 1-2, Replace Figure


	New Figure
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	Chapter 1, Figure 1-5, Replace Figure
	New Figure
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	Chapter 1, Figure 1-9, Replace Figure
	New Figure
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	20
	Chapter 1, Question 2, Replace Figure
	New Figure
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	62
	Chapter 3, Table 3-2, Slot Type and Performance Columns, Line 10, 14, and 18

Read:

PCIe x2 v1
1,000MBps*

PCIe x2 v2
2,000MBps*


PCIe x2 v3
4,000MBps*
	Should read:

PCIe x4 v1
2,000MBps*

PCIe x4 v2
4,000MBps*


PCIe x4 v3
8,000MBps*



	65
	Chapter 3, Figure 3-8, Number 3

Reads:

3. South Bridgecontrols USB 2.0, Ethernet, and SATA ports on this system
	Should read:

3. South Bridge controls USB 2.0, Ethernet, and SATA ports on this system

	65
	Chapter 3, Figure 3-9, Replace Figure
	New Figure
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	Chapter 4, Figure 4-12, Replace Figure
	New Figure
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	Chapter 4, Figure 4-13, Replace Figure
	New Figure
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	Chapter 10, Answer Review Question, Question 3, Replace Figure 
	New Figure
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	470
	Chapter 13, Figure 13-21, Number 2

Reads:

2. Shift+Delete deletes file
	Should read:

2. ShiftDelete deletes file

	471
	Chapter 13, Figure 13-22, Replace Figure
	New Figure
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	482
	Chapter 13, Figure 13-30, Number 4

Reads:

4. Step 3. Select 100%. Log out and log back in again to finish.
	Should read:

4. Select 100%. Log out and log back in again to finish.

	506
	Chapter 13, Figure 13-39, Replace Figure
	New Figure
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This errata sheet is intended to provide updated technical information. Spelling and grammar misprints are updated during the reprint process, but are not listed on this errata sheet.
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