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Corrections for January 20, 2016
	Pg
	Error – Second Printing
	Correction

	295
	Chapter 12, Step 5

Reads:

Step 5.  Configure the IP address, authentication port, and accounting port:
	Should read:

Step 5. Configure the automated testing of the RADIUS server:


Corrections for October 21, 2015
	Pg
	Error – Second Printing
	Correction

	146
	Chapter 7, Table 7-4, Cisco ISE Service column, Row ‘Logging’
First lines Reads:

Ports on Gigabit Ethernet 0

UDP: 20154 (Syslog)   

Ports on Gigabit Ethernet 1

UPD: 20154 (Syslog)
	Should read:

Ports on Gigabit Ethernet 0

UDP: 20514 (Syslog)   

Ports on Gigabit Ethernet 1

UPD: 20514 (Syslog)

	201
	Chapter 9, First Paragraph, Second Sentence
Reads:

The installation of Cisco ISE is beyond the scope of the exam blueprint, and therefore is behind the scope of this book.
	Should read:
The installation of Cisco ISE is beyond the scope of the exam blueprint, and therefore is beyond the scope of this book.

	222
	Chapter 9, Third Paragraph, First Sentence

Reads:

Although the cConnection tab in Figure 9-30 displays only a single ISE node, the screen will show the status of all ISE nodes in the ISE cube as it pertains to the AD connection(s). 
	Should read:

Although the Connection tab in Figure 9-30 displays only a single ISE node, the screen will show the status of all ISE nodes in the ISE cube as it pertains to the AD connection(s).


	227
	Chapter 9, Paragraph under Figure 9-40, First Sentence

Reads:

The second major function of a CAP is to determine whether a binary comparison of the certificate should be performed, and if so, whicht LDAP server to use for that comparison.
	Should read:

The second major function of a CAP is to determine whether a binary comparison of the certificate should be performed, and if so, which LDAP server to use for that comparison.

	317
	Chapter 12, Step 6
Reads:

Step 6. Click the new interface named employee.
	Should read:
Step 6. Click the new interface named guest.

	505
	Chapter 16, Remove Last Paragraph
	Paragraph to be removed:

Cisco ISE uses something called a Certificate Authentication Profile (CAP) to examine a specific field and map it to a username for authorization. Figure 16-6 shows a sample CAP.


Corrections for September 8, 2015
	Pg
	Error – Second Printing
	Correction

	356
	Chapter 13, First Paragraph, First Sentence

Reads:

There is a pre-onfigured identity source sequence (ISS) named Guest_Portal_Sequence.
	Should read:

There is a pre-configured identity source sequence (ISS) named Guest_Portal_Sequence.


Corrections for August 7, 2015
	Pg
	Error
	Correction

	31
	Chapter 2, Figure 2-8, Left Side of Figure

Reads in Two Places in Figure 2-8:

Access-Response 
	Should read in both places in Figure 2-8:

Accounting-Response
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