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First Printing:  June 2013
Corrections for March 10, 2017
	Pg
	Error – Sixth Printing
	Correction

	74
	Chapter 9, Example 2, Second Line

Reads:

0.0.0.7.255 = 00000000.00000000.00000111.11111111
	Should read:

0.0.7.255 = 00000000.00000000.00000111.11111111


Corrections for June 7, 2016
	Pg
	Error – Sixth Printing
	Correction

	93
	Chapter 10, Setting Passwords, Eleventh Line Down, Second Column

Reads:

Enters line vty mode for all 15 virtual ports
	Should read:

Enters line vty mode for all 16 virtual ports


Corrections for October 23, 2015
	Pg
	Error – Fourth Printing
	Correction

	83
	Chapter 10, Description for Second Command after TIP

Reads:

Places this interface into area 1 of OSPF process 1
	Should read:

Places this interface into area 51 of OSPF process 1


Corrections for August 27, 2015
	Pg
	Error – Fourth Printing
	Correction

	229
	Chapter 28, Figure 28-1, gi0/0 interface on the Edmonton router and gi0/0 interface on the Gibbons router IP addresses have been transposed

Edmonton router reads:  

gi0/0

192.168.3.1/24

Gibbons router reads:

gi0/0

10.0.0.1/24
	Should read:

Edmonton router reads:  

gi0/0  

10.0.0.1/24

Gibbons router reads:

 gi0/0

192.168.3.1/24


Corrections for March 19, 2015
	Pg
	Error – Third Printing
	Correction

	89
	Chapter 10, Internal Router, Fourth Command from Bottom, First Column

Reads: 

Internal (config-router) #network 
172.16.0.0 0.0.255.255 area 0
	Should read:

Internal (config-router) #network 172.16.0.0 0.0.255.255 area 1


Corrections for May 9, 2014
	Pg
	Error
	Correction

	59
	Chapter 7, Second Paragraph

Reads:

If a static route refers to an exit interface rather than a next-hop address, the destination is considered to be directly connected and is therefore given an AD of 0 rather than 1.
	Remove second paragraph
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