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Corrections for May 13, 2016
	Pg
	Error – Second Printing
	Correction

	249
	Chapter 7, Question 6

Reads:

6. What must be true for dynamic ARP inspection to operate successfully? (Choose two answers.)
	Should read:

6. What must be true for dynamic ARP inspection to operate successfully using the DHCP snooping database: (Choose three.)


Corrections for March 25, 2016
	Pg
	Error – Second Printing
	Correction

	952
	Appendix A, Chapter 7, Question 6 Answer

Reads:

6. A and B
	Should read:

6. A, B, and C


Corrections for January 18, 2016
	Pg
	Error – Second Printing
	Correction

	484
	Chapter 13, Example 13-32, First Line

Reads:

R2#show ip route
	Should read:

R1#show ip route

	729
	Chapter 17, First Paragraph, Second Sentence

Reads:

As shown in Example 17-55, only the routes 2001:db8:0:1::/64 and 2001:db8:f::/64 are being redistributed.
	Should read:
As shown in Example 17-55, only the routes 2001:db8:0:23::/64 and 2001:db8:f::/64 are being redistributed.


Corrections for September 11, 2015
	Pg
	Error – Second Printing
	Correction

	176
	Chapter 5, Key Topic, Determining Designated Port, Step Number 1

Replace Step Number 1


	Replace with:

1.   Identify the port on the segment with the lowest cumulative cost back to the root bridge (do not include the cost of the segment itself). SW2 Gi1/0/2 has a cumulative cost from SW2 to SW1 (the root bridge) out Gi1/0/5 of 4. SW3 Gi0/2 has a cumulative cost from SW3 to SW1 (the root bridge) out Gi0/1 of 4. We have a tie, so we move on to Step 2.
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