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Corrections for July 20, 2017
	Pg
	Error – First Printing
	Correction

	84
	Day 27, Subnetting Example 2, Step 1
Reads:

1. There are 16 host bits. Borrow the first 7 host bits to create at least 80 subnets (27 − 2 = 126 subnets). That leaves 9 bits for host addresses, or 29 − 2 = 510 host addresses per subnet.
	Should read:
1. There are 16 host bits. Borrow the first 7 host bits to create at least 80 subnets (27 = 128 subnets). That leaves 9 bits for host addresses, or 29 − 2 = 510 host addresses per subnet.


	159
	Day 22, Table 22-2, Column ‘Output’, Fifth Row in Table, Description Column

Reads:

Specifies the address of the next-hop router (R2) to send traffic to for the remote network.
	Should read:

Specifies the address of the next-hop router (R3) to send traffic to for the remote network.

	179
	Day 21, Example 21-6, Third and Sixth Configurations

Reads:

R1(config-if)# interface g0/1.10

R1(config-subif)# interface g0/1.30
	Should read:

R1(config-if)# interface g0/0.10
R1(config-subif)# interface g0/0.30


	280
	Day 13, LLDP Configuration, Third Paragraph

Reads:
To adjust the time for CDP advertisements, use the lldp timer global configuration command.
Router(config)# lldp timer seconds
	Should read:

To adjust the time for LLDP advertisements, use the lldp timer global configuration command.
Router(config)# lldp timer seconds

	345
	Day 8, Example 8-13, Sixth Configuration

Reads:

R1(config)# interface g0/0
	Should read:

R1(config)# interface g0/1

	357
	Day 7, Fourth and Fifth Bullet Points

Reads:

· Port 67: DHCP/BOOTP client

· Port 68: DHCP/BOOTP server
	Should read:

· Port 67: DHCP/BOOTP server
· Port 68: DHCP/BOOTP client


	449
	Day 2, Study Resources, Add Resource
	Study Resource to add:
Resource 
Location 
Topic
CCNA Portable Command
27
All

Guide


Corrections for May 31, 2017
	Pg
	Error – First Printing
	Correction

	 41
	Day 29, Switch Configuration Basics, Topic

Reads:

CCENT 100-101 ICND1 Exam Topics
	Should Read:
CCENT 100-125 ICND1 Exam Topics

	57
	Day 28, VLAN and Trunking Concepts and Configurations, Topic

Reads:

CCENT 100-101 ICND1 Exam Topics
	Should Read:

CCENT 100-125 ICND1 Exam Topics

	64
	Day 28, Replace Example 28-3
	Replace with:

Example 28-3
Verifying VLAN Creation

S2# show vlan brief
VLAN Name
Status
Ports

----
--------------------
---------
--------------------

1
default
active
Fa0/1, Fa0/2, Fa0/3, Fa0/4

                                      
Fa0/5, Fa0/6, Fa0/7, Fa0/8

                                      
Fa0/9, Fa0/10, Fa0/11, Fa0/12

                                      
Fa0/13, Fa0/14, Fa0/15, Fa0/16

                                      Fa0/17, Fa0/19, Fa0/20, Fa0/21

                                      Fa0/22, Fa0/23, Fa0/24, Gig1/1

                                      Gig1/2

10   Faculty/Staff
active

20   Students              active
Fa0/18

30   Guest(Default)       
active

99   Management&Native     active

1002 fddi-default  
active

1003 token-ring-default    active

1004 fddinet-default       active
1005 trnet-default         active

S2#

	75
	Day 28, Study Resources, Routing and Switching Essentials, Location

Reads:

6
	Should read:

3

	77
	Day 27, IPv4 Addressing, Topic

Reads:

CCENT 100-101 ICND1 Exam Topics
	Should Read:

CCENT 100-125 ICND1 Exam Topics

	96
	Day 26, Replace Figure 26-8
	Replace with:
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	110
	Day 25, Replace First Paragraph under Figure 25-2
	Replace with:

CCENT exam topics include configuration of Routing Information Protocol version 2 (RIPv2). CCNA exam topics include: single-area and multiarea Open Shortest Path First version 2 (OSPFv2) and version 3 (OSPFv3); Enhanced Interior Gateway Routing Protocol (EIGRP) for IPv4 and IPv6; and single-homed branch connectivity using exterior Border Gateway Protocol (BGP) for IPv4.


Corrections for April 18, 2017
	Pg
	Error – First Printing
	Correction

	326
	Day 10, Remove Second Packet Tracer Activity
	Packet Tracer Activity to Remove:

· Packet Tracer Activity: Troubleshoot EtherChannel and HSRP
Refer to the Digital Study Guide to access the PKA file for this activity. You must have Packet Tracer software to run this activity. See the Introduction for details.

	463
	Day 1, Check Your Understanding

Reads:

Check Your Understanding

Refer to the Digital Study Guide to take a short quiz covering the content of this day.
	Should read:

Check Your Understanding

Today’s review does not include a Quiz. You can devote the time to the CCNA Skills Practice activity. You can also review all the quizzes for the previous Days.
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