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Errata

Front Inside Cover – www.cisco.com/warp/public/474/index.shtlm should be changed to 

                                  www.cisco.com/warp/public/474/index.shtml

Page 15 -  In the second paragraph, NCP should be NetWare Core Protocol not Network Control  

                 Program.

Page 19 – Regarding Table 1-3, Algorithm for IS-IS should say Dijkstra/IS-IS

Page 20  - The third sentence of the second paragraph should read, “ARIN is one of the three Internet 

                 registries and is the authority in the U.S.”

Page 24 – Regarding Table 1-5:

	Subnet
	Subnet
	Subnet
	Subnet
	Subnet
	Subnet
	Hosts
	Hosts
	

	/25
	/26
	/27
	/28
	/29
	/30
	/31
	/32
	Mask (bitwise)

	128
	192
	224
	240
	248
	252
	254
	255
	Mask (decimal)

	27
	26
	25
	24
	23
	22
	21
	20
	Binary

	128
	64
	32
	16
	8
	4
	2
	1
	Subnet increment

	0
	0
	0
	0
	0
	1
	0
	0
	(Subnet)

172.16.1.4

	0
	0
	0
	0
	0
	1
	0
	1
	(First host)

172.16.1.5

	0
	0
	0
	0
	0
	1
	1
	0
	(Last host)

172.16.1.6

	0
	0
	0
	0
	0
	1
	1
	1
	(Broadcast)

172.16.1.7

	0
	0
	0
	0
	1
	0
	0
	0
	(Subnet)

172.16.1.8

	0
	0
	0
	0
	1
	0
	0
	1
	(First host)

172.16.1.9

	0
	0
	0
	0
	1
	0
	1
	0
	(Last host)

172.16.1.10

	0
	0
	0
	0
	1
	0
	1
	1
	(Broadcast)

172.16.1.11

	0
	0
	0
	0
	1
	1
	0
	0
	(Subnet)

172.16.1.12


Page 75 – Regarding Example 2-14, change the ip host lines to lowercase for 

i. ip host hosta …

ii. ip host hostb …

iii. ip host hostc …

Page 76 - Regarding Example 2-15, change the ip host lines to lowercase for 

i. ip host hosta …

                                      ii.    ip host hostb …

                                     iii.   ip host hostc …

Page 86 - Regarding Table 2-4 Timestamp should say: “Timestamp—time and date stamps.

Page 88 – Regarding Figure 2-2

i. Under hostb it should only say:

1. logging on

2. logging console

3. terminal monitor

ii. Under r1 it should only say:

1. logging buffered

2. show logging

iii. Under r2 it should only say:

1. logging monitor [level]

2. logging ip-address
3. logging trap [level]

Page 93 – Regarding Table 2-7:

1.               First command should say logging ip-address

2.               Third command explanation should say: “Log to console according to level specified. Turn  

           console logging off with the no form of this command.”

Page 137 – Regarding Figure 3-2:

1. r1, r2, and r3 are correct

                                           2.   delete the callout for r4

                                           3.   change the r5 callout to say r4

                                           4.   change the r6 callout to say r5

            Regarding 137 Figure 3-3:

                                                  1.    r1, r2, and r3 are correct

          2.    delete the callout for r4

                                          3.    change the r5 callout to say r4

                                          4.    change the r6 callout to say r5

Page 164 – Regarding Table 3-3, add 32 for the source IP address row ‘Bits’ column

Page 175 – Regarding Figure 3-12, add “Protocol 6” under TCP like Protocol 17 is under UDP.

                   Regarding Figure 3-13, remove the # sign before 6 and 17 for the Protocol numbers.

Page 182 – Regarding Figure 3-18: 

1.   Delete “Block 0” under the TFTP Ack Opcode 4 line.

2.   Delete “Block 1 (512 Bytes) under the Data Packet line

3.   Delete “Block 2 (512 Bytes) under the Data Packet line

4.   Delete “Block 3 (69 Bytes) under the Data Packet line

5.   Add (512 Bytes) in parenthesis under Port 1046 between Block 1 and 64.

6.   Add (512 Bytes) in parenthesis between Block 2 and 66.

7.   Add (69 Bytes) in parenthesis between Block 3 and 68.

Page 188 – Regarding Figure 3-23

Page 192 – Regarding Figure 3-26, the address   255.255.255.255.  should have the period at the end 

                   removed.

Page 197 – Regarding Figure 3-27,  hosts 177-192 should say 177-190.

Page 198 – Regarding Table 3-11, hosts 17-33 should say 17-30.

Page 201 – In the paragraph change Western Region to Eastern Region and Eastern Region to Western 

                  Region to line up with the data in the figure on the next page.

Page 202 – Regarding Figure 3-32, The Western Region ip address should be 192.168.5.128/27 not 

                   192.168.5.178/27.

Page 210 -  The second sentence at the top of the page should read, “The purpose was to provide a single 

                   routing protocol that could rout Connectionless Network Service (CLNS) and IP.”

Page 215 – Regarding Figure 3-34, the address between r1 and r3 should be 192.168.5.80/28 not.  80 

                   should still be circled.

Page 216 – Regarding Example 3-38 middle of page, r3(config-if)ip address 192.168.5.50 255.255.255.0 

                   should end with 255.255.255.240 instead of 255.255.255.0.

Page 319 -  The first bullet under the “NOTE” section should be body text style instead of a bullet.  

Page 330 – Regarding Figure 5-9, add the word Bytes after 46-1500.

Page 398 – Regarding Table 6-7, change (config)#spanning-tree portfast bpduguard to (config-if) 

                   instead of just (config).

Page 401 – Regarding Figure 6-8, the title should read Catalyst 6509 Switch.

Page 403 – Regarding Table 6-9 at end of the ‘Speed’ description, change a-14 to a-4.

Page 419 – Regarding Figure 6-9, On sw3512xL change to sw3512XL

                   Below sw2900 switch, change sh spantree I to sh spantree 1.

Page 436 – Regarding Figure 7-3, Top right address change 192.168.5.830 to 192.168.5.8/30.

Page 448 – Regarding Table 7-3, add a row that has show port channel for the left column and show port 

                   group for the right column.

Page 452 – Regarding the second sentence of the second paragraph, change the second command  

                   spanning-tree priority vlan# to spanning-tree priority pri#.

Page 457 -  The first sentence change statistics to counters.

Page 504 – Regarding Figure 8-2:

1. Under r2 delete sh frame route.

2. Above the cloud add sh frame route in bold

3. Label the left group of commands r2 s0 instead of int s0

4. Label the right group of commands r2 s1 instead of int s1

5. In the group of commands on the right change the “encap frame as 3” line to just say 

        “encap frame”.

Page 505 -  The last sentence of the first paragraph should read, “For the other PVC, start at interface s1 to 

                   route what comes in s1 as DLCI 104 out interface s0 as DLCI 108.”

Page 506 – Regarding Figure 8-3:

1. Under r3 change r3 so/0 to r3 s0/0

2. Text under r1 change r3 s1 to r1 s1

Page 530 – Regarding Figure 8-10:

1. Text under r1 s0 should all line up

2. Text under r4 change add to address

3. Text under r4 change band to bandwidth

4. Text under r2 change add to address

5. Text under r2 change band to bandwidth

Page 582 – Regarding Figure 8-14 label the r2 right interface as s1 instead of s0. s0 is correct on the left 

                   side of r2. .

Page 586 - Regarding Figure 9-1, smaller font for all occurrences of DCE.

Page 587 – The second sentence of the first paragraph should read, “Connect r5s1 to r6s0 using a back-to-

                   back serial cable.”

                   The sixth sentence of the first paragraph should read, “All data links should be using the default 

                   encapsulation type to transport IP across EIGRP AS 109.”

Page 602 – The first sentence should read: “Look at Figure 9-3 to analyze the HDLC frame format.” 

Page 603 -  In the first bullet change “mineseq” to “myseq”.

Page 627 – In the paragraph above Example 9-31 change the second command to show interfaces bri0.

Page 674 – Regarding Figure 9-13:

1. The bri0 lines going to the NT1 should be dashed lines.

2. Change the text to the left of the NT1 to say Router to Switch instead of Router-to-switch.

3. Add sh isdn status on one line above clear int bri0 in the Router to Switch column.

4. Add sh dialer ? to the end of the Router to Switch column.

5. Add debug dialer to the end of the Router to Switch column.

6. Commands at lower right:

a. Delete sh dialer ?

                                  b.    Delete debug dialer
