
0789749319 should fix the vmnic issue in Chapter 2.  This “patch” begins on the middle of Page 82 and continues through the Note on Page 85.  (The Note should be removed as well). 

Adding / Configuring / Removing vmnics on a vSphere Standard Switch
As I mentioned earlier, you may not want to create a new vSwitch every time you need a new connection. In fact, you will make better use of your resources by adding to a current switch and thereby leveraging port groups and NIC teaming. In this section, I will discuss how to add new vmnics to a switch that you already have.  I will also discuss how to remove a vmnic from a switch if you no longer require it.
To add a new vmnic to an existing switch, you should not click on Add Networking! So if you don’t click on Add Networking, then what do you do? Well, if you think about it, what you really want to do is edit the configuration of a switch. For example, if you wanted to add a new vmnic to your existing vSwitch named vSwitch1, then you should do the following:
Key Topic Icon
Activity 2-3 Adding a vmnic to a switch
1. Log on to your vSphere client. 

2. Select Home and then Hosts and Clusters

3. Select the ESX host on which you would like to edit the vSS
4. Select the Networking link under Hardware. 
5. Click on the Properties link next to the switch that you want to edit; as shown in Figure 2.8. 
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Figure 2-8 The Properties Link on a vSS

6. On the Properties dialog box for the switch, click on the Network Adapters tab and click Add, as shown in Figure 2.9.
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Figure 2-9 Adding a vmnic to a vSwitch

7. On the Adapter Selection dialog box, choose the vmnic (or vmnics) that you want to add and click Next; as shown in Figure 2.10. Note that the adapters are categorized as unclaimed or as already connected to a vSwitch. 
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Figure 2-10 Selecting the new vmnic
8. Set the desired failover order and whether you want your new adapter to be active or just standby; then select Next; as shown in Figure 2.11
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Figure 2-11 Choosing vmnic order and use
9. On the Adapter Summary page, review the list of adapters that you are adding, and select Finish.  In this case, we are only adding vmnic3. 
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Figure 2-12 Adapter Summary page
10. To remove a vmnic when you no longer need it, simply select the vmnic in the  Network Adapters list, select Remove, and confirm your selection; as shown in Figure 2.13.  
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Figure 2-13 Removing a vmnic
There will be cases when you need to change the settings of a vmnic…..


