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Corrections for August 12, 2014
	Pg
	Error
	Correction

	390
	Practice Exam 1, Question 36, Under PC-Right, IPv4 and IPv6

Reads;

IPv4: 10.0.0.2/24

IPv6: 2001::2/64
	Should read:

IPv4: 20.0.0.2/24

IPv6: 2002::2/64


	391
	Practice Exam 1, Question 40, Under PC-Right, IPv4 and IPv6

Reads;

IPv4: 10.0.0.2/24

IPv6: 2001::2/64
	Should read:

IPv4: 20.0.0.2/24

IPv6: 2002::2/64

	392
	Practice Exam 1, Question 41, Under PC-Right, IPv4 and IPv6

Reads;

IPv4: 10.0.0.2/24

IPv6: 2001::2/64
	Should read:

IPv4: 20.0.0.2/24

IPv6: 2002::2/64

	395
	Practice Exam 1, Question 44, Under PC-Right, IPv4 and IPv6

Reads;

IPv4: 10.0.0.2/24

IPv6: 2001::2/64
	Should read:

IPv4: 20.0.0.2/24

IPv6: 2002::2/64

	433
	Practice Exam 2, Question 31

Reads:

31. Consider the network topology that follows. R1 is routing a packet from the PC at 172.16 that 20.20 to the PC at 172.16.10.10. What does R1 do with a packet that it receives?
	Should read:

31. Consider the network topology that follows. R1 is routing a packet from the PC at 172.16.20.20 to the PC at 172.16.10.10. What does R1 do with a packet that it receives?


	436
	Practice Exam 2, Question 36, Under PC-Right, IPv4 and IPv6

Reads;

IPv4: 10.0.0.2/24

IPv6: 2001::2/64
	Should read:

IPv4: 20.0.0.2/24

IPv6: 2002::2/64

	437
	Practice Exam 2, Question 37, Under PC-Right, IPv4 and IPv6

Reads;

IPv4: 10.0.0.2/24

IPv6: 2001::2/64
	Should read:

IPv4: 20.0.0.2/24

IPv6: 2002::2/64


Corrections for July 17, 2014
	Pg
	Error
	Correction

	250
	Chapter 7, First Full Sentence at top of page

Reads:

For example, to change your OSPF to use 109 / Bandwidth (1,000,000 or Gb), type the following command under the router process configuration mode:
	Should read:

For example, to change your OSPF to use 10^9 / Bandwidth (1,000,000 or Gb), type the following command under the router process configuration mode:


Corrections for April 2, 2014
	Pg
	Error
	Correction

	215
	Chapter 6, Last Paragraph, Third Sentence

Reads:

DTP frames are not sent or acknowledged
	Remove sentence


Corrections for March 25, 2014
	Pg
	Error
	Correction

	110
	Chapter 3, Answer to Question 3, Last Sentence to answer 3
Reads:

Answer D is wrong because the IPv6 address is missing the :: to make it the correct 64-bit length.
	Should read:
Answer D is wrong because the IPv6 address lists :OOOFF: and this portion of the answer should be OOFF; which would leave the answer incorrect due to the missing the :: to make it the correct 64-bit length.

	249
	Chapter 7, Third Paragraph, First Sentence

Reads:

To determine the best path, OSPF uses a metric call cost, which Cisco defines as 108/Bandwidth.
	Should read:

To determine the best path, OSPF uses a metric call cost, which Cisco defines as 10^8 / Bandwidth.

	282
	Chapter 8, Cram Quiz Answers, Answer 3, Third Sentence

Reads:

The Windows host is on the 10.67.82.0/22 subnet, which has a range of 10.67.82.1 to 10.67.83.254, which means that the server is on the same local subnet.
	Should read:

The Windows host is on the 10.67.80.0/22 subnet, which has a range of 10.67.80.1 to 10.67.83.255, which means that the server is on the same local subnet.

	278
	Chapter 8, Figure 8.5 Under PC-Right, IPv4 and IPv6

Reads;
IPv4: 10.0.0.2/24

IPv6: 2001::2/64
	Should read:
IPv4: 20.0.0.2/24

IPv6: 2002::2/64



	283
	Chapter 8, Figure 8.10 Under PC-Right, IPv4 and IPv6

Reads;

IPv4: 10.0.0.2/24

IPv6: 2001::2/64
	Should read:

IPv4: 20.0.0.2/24

IPv6: 2002::2/64



	287
	Chapter 8, Answer 10, First Sentence

Reads:

3. Answer C is correct.
	Should read:

3. Answer D is correct.

	345
	Chapter 10, Answer 4, First Sentence

Reads:

4. Answer C Is correct.
	Should read:

4. False. 


Corrections for January 22, 2014
	Pg
	Error
	Correction

	250
	Chapter 7, Figure 7.8, Domain

Reads:

172.16.0.0/22
	Should read:

172.16.0.0/12
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